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Natural light constantly changes and, although always distinct, its forms and shades are elusive, evoking 
archetypal emotions with its intense and multiferous hues and blended colours. Day by day, from dawn 
to dusk, light transforms our world, bathing nature and man-made artefacts alike in beauty and mystery 
with its chromatic diversity.

At night a sleeping world is resurrected to a new life by artificial lighting - a world of cities and their 
streets, venerable palaces, historic monuments and architectural triumphs ancient and modern. A new 
world brought into being by the skilful use of modern lighting technology.

GRIVEN, dedicated to untiring innovative research and the development of the latest lighting science (in 
the world-famous ‘Made-in Italy’ tradition) has created outstanding products which bring life and light to 
even the most ‘avant-garde’ architecture.

RGB (red-green-blue) and CYM (cyan-yellow-magenta) are the names chosen by GRIVEN for the 
architectural lines shown in this catalogue. The RGB Dimension identifies the series of LED colour 
changers, while the CYM Dimension refers to lighting fixtures designed for the dynamic creation of 
images and colours based on the subtractive electronic mixing of dichroic filters.

The success of GRIVEN in blending the emotions inspired by natural lighting with the fascination of 
subtle architectural illumination are represented by these outstanding products on which the current 
catalogue is based.

the architectural dimension



DUNE   	  72

DUNE FC   	  78

PARADE D-RGB-5_D-RGB-10 RECESSED	 24

PARADE D9_D18_D27	  12

PARADE-D-RGB-5_D-RGB-12 	  18

PARADE DW-9_DW-12  	  28

DANUBE  	  58

MICRO-CLIP     	  98

DANUBE FC   	  64

DICE   	  108

STROKER 	  36

SWAN  	  42

DAWN	  46

DAWN FC	  52

THE RGB DIMENSION

MODULAR BARS

OUTDOOR SURFACE MOUNT APPLICATIONS

RECESSED APPLICATIONS

W

W

W

M

M

M

WM

WM

WM

WM



>I
N

D
E

X

GRAPH-i-TUBE	  132

GRAPH-i-SPOT	  126

LOOSELED	  138

ROCKLED	  144

MICRO-DUNE  	  98

DAISY-OUT 	  102

MICRO-DIVE 	  98

SUPERMARINE   	  92

DIVE   	  86

DAISY-ON 	  102

DECK	  114

DAZE	  120

DAISY-IN 	  102

UNDERWATER APPLICATIONS

INTERIOR APPLICATIONS

GRAPHIC DISPLAYS

LINEAR STRIPS 

WM

WM

WM

WM

WM

WM

WM

WM

WM

5













parade



T
H

E
 R

G
B

 D
IM

E
N

S
IO

N
17



>parade D-RGB-5
>parade D-RGB-12

Parade D-RGB-5 OUTDOOR USE

Parade D-RGB-12 OUTDOOR USE



>parade D-RGB-5
>parade D-RGB-12

Exceeding the performance of other power LED projectors, the 

latest solution by GRIVEN in RGB LED application conveys a new 

series of units fitted with five or twelve 3W full colour LEDs designed 

for refined architectural decoration. The new PARADE D-RGB-5 

and PARADE D-RGB-12 bars are a couple of super flux and high 

luminance colour changers for exterior use that incorporate state 

of the art electronic colour mixing and high reliability, meaning 

powerful and real colour rendering and minimal maintenance, where 

the additional benefits are durability, low power consumption, cool 

running and a quick light source response time. Superb output 

with real uniform colour coverage even on close-up installations 

is provided by the newly conceived elliptical optics that can now 

capture a greater fraction of light with a higher transmission 

efficiency. PARADE D-RGB-5 and PARADE D-RGB-12 can be 

installed in any position and in any orientation, featuring an IP67 

weather protection along with a compact size and a light weight 

manageability. Moreover, a truly comfortable set up is guaranteed 

by the total absence of external power supply box requirement. 

The digital control system, obtainable from any four-channel 

remote DMX512 control desk, includes also stand alone functions 

and master and slave mode.
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Parade D-RGB-5 OUTDOOR USE

Parade D-RGB-12 OUTDOOR USE
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AL1505 PARADE D-RGB-5 12

AL1506 PARADE D-RGB-5 28

AL1507 PARADE D-RGB-5 40

AL1508 PARADE D-RGB-5 AS 10x20

AL1500 PARADE D-RGB-12 12

AL1501 PARADE D-RGB-12 28

AL1503 PARADE D-RGB-12 40

AL1504 PARADE D-RGB-12 AS 10x20
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SOURCE
5 or 12 high brightness, 3W single-case RGB power LED (Light-Emitting Diode) units
Continuously variable light intensity
1-100% electronic dimming facility
No UV / no infrared
Virtually instant light production (100 ns)
Strobe facility (20 fps)
SOURCE LIFE
The LED light sources used have an exceptionally long life: predicted 100.000 hours
under normal operating conditions as mentioned by the LED manufacturer.
OPTICS
12° lenses fixture (ordering code AL1505 D-RGB-5 – AL1500 D-RGB-12)
28° lenses fixture (ordering code AL1506 D-RGB-5 – AL1501 D-RGB-12)
40° lenses fixture (ordering code AL1507 D-RGB-5 – AL1503 D-RGB-12)
10°x 20° lenses fixture (ordering code AL1508 D-RGB-5 – AL1504 D-RGB-12)
COLOUR VARIETY
RGB additive colour mixing for countless attractive saturated colours
Theoretical variety of 16.700.000 colour hues
DIGITAL CONTROL
On-board Dip Switch set for digital data assignment and stand alone operation control
Pre-set selectable colour sequences and blends
Master and Slave
4 or 6 channels of DMX 512 standard protocol
Input and output DMX signal connectors
IP65 optional universal DMX controller (ordering code AD4110)
Programming software with USB compatible download IP65 box (ordering code AD4118) 
Enhanced programming software with USB compatible download IP65 box (ordering 
code AD4119) 
LED D.O.P. Controller (ordering code AL1419)
ELECTRICAL SPECIFICATIONS
Power supply:
D-RGB-5 standard 90-250V / 50-60Hz / 0,15A @ 230V
D-RGB-12 standard 90-250V / 50-60Hz / 0,3A @ 230V
Power Consumption: 
D-RGB-5 20W / D-RGB-12 45W max at full intensity (full RGB)
Electrical class: I
Self-resetting fuse protection
Meets CE safety standards
HOUSING
Die cast aluminium body
Scratch resistant polyester grey finish, protected against UV deterioration 
and general corrosion
Easy mounting system 
IP67 protection rating
EXTERNAL OPERATING LIMITS
-20°C to 40°C (-4°F to 104°F) temperature
WEIGHT
PARADE D-RGB-5 = 2,5 kg
PARADE D-RGB-12 = 5 kg

>parade D-RGB-5_D-RGB-12

 ACCESSORIES  TECHNICAL SPECIFICATIONS

AD4110
IP65 UNIVERSAL DMX CONTROLLER

AL1419
LED D.O.P. CONTROLLER

AD4118
POWER CDI COMMANDER

AD4119
POWER CDI COMMANDER PLUS

PARADE D-RGB-5

PARADE D-RGB-12
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 PHOTOMETRIC DIAGRAMS
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XX°

C0 / C180

C90 / C270

cd / 1000 lm
LumEdit AL1505 Parade D-RGB-5 12° 18°x28° Polar Diagram

04.07.08 / 16:19 1/1
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LumEdit AL1505 Parade D-RGB-5 28° 28°x36° Polar Diagram

04.07.08 / 16:38 1/1
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LumEdit AL1505 Parade D-RGB-5 40° 39°x46° Polar Diagram
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LumEdit AL1505 Parade D-RGB-5 Asim 20°x57° Polar Diagram
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LumEdit AL 1500 Parade D-RGB-12 12° 17°x54° Polar Diagram
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LumEdit AL 1500 Parade D-RGB-12 28° 26°x54° Polar Diagram
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LumEdit AL 1500 Parade D-RGB-12 40° 34°x56° Polar Diagram
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LumEdit AL1500 Parade D-RGB-12 Asim 17°x70° Polar Diagram
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AL1507
Total Flux 390 lm
Maximum 698.5 cd/kl

AL1508
Total Flux 390 lm
Maximum 751.4 cd/kl

18°

AL1505
Total Flux 390 lm
Maximum 1860.9 cd/kl

28°
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39° 46°
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AL1506
Total Flux 390 lm
Maximum 1116.5 cd/kl

XX° XX°
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AL1503
Total Flux 936 lm
Maximum 341.5 cd/kl

AL1504
Total Flux 936 lm
Maximum 455.4 cd/kl

17°

AL1500
Total Flux 936 lm
Maximum 740 cd/kl
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26° 54°

34° 56°

17° 70°

AL1501
Total Flux 936 lm
Maximum 455 cd/kl
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>parade D-RGB-5 recessed 
>parade D-RGB-10 recessed

Parade D-RGB-5 RECESSED OUTDOOR USE

Parade D-RGB-10 RECESSED OUTDOOR USE



Exceeding the performance of other power LED projectors, the 

latest solution by GRIVEN in RGB LED application conveys a new 

series of units fitted with five or ten 3W full colour LEDs designed 

for refined architectural decoration. The new PARADE D-RGB-5 

RECESSED and PARADE D-RGB-10 RECESSED bars are a couple 

of super flux and high luminance colour changers for recessed 

use in pedestrian areas that incorporate state of the art electronic 

colour mixing and high reliability, meaning powerful and real colour 

rendering and minimal maintenance, where the additional benefits 

are durability, low power consumption, cool running and a quick 

light source response time. Superb output with real uniform colour 

coverage even on close-up installations is provided by the newly 

conceived elliptical optics that can now capture a greater fraction 

of light with a higher transmission efficiency. PARADE D-RGB-5 

RECESSED and PARADE D-RGB-10 RECESSED can be 

installed in ground outdoor in pedestrian areas, featuring an IP67 

weather protection along with a compact size and a light weight 

manageability. Moreover, a truly comfortable set up is guaranteed 

by the total absence of external power supply box requirement. 

The digital control system, obtainable from any four-channel 

remote DMX512 control desk, includes also stand alone functions 

and master and slave mode.
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AL1780 PARADE D-RGB-5 RECESSED 12

AL1782 PARADE D-RGB-5 RECESSED 28

AL1784 PARADE D-RGB-5 RECESSED 40

AL1786 PARADE D-RGB-5 RECESSED AS 10x20

AL1770 PARADE D-RGB-10 RECESSED 12

AL1772 PARADE D-RGB-10 RECESSED 28

AL1774 PARADE D-RGB-10 RECESSED 40

AL1776 PARADE D-RGB-10 RECESSED AS 10x20
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